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RPM Range

Factory cerƟficaƟons

Refrigerants in DORIN soŌware (GWP - AR4)

Compressor cerƟficaƟons

For all the refrigerants not available in the soŌware please contact DORIN for the 
calculaƟons

* Minumum and maximum operaƟng rpm to be checked 
in the following pages depending on the models
* 

500 rpm* 1750 rpm*

ApplicaƟon envelope 
Diagramma di 
applicazione

Accessories

MT - HT R134A (1430)

MT - LT R404A 
(3922)

R22
(1810)

Performance data

Technical drawingsApplicaƟon envelope

Technical Catalogue Dorin web soŌware

ISO 45001:2018
ISO 9001:2015

DORIN Web SoŌware
都凌（在线）选型软件

配件

应用包络线

技术手册

转速范围

都凌工厂认证 都凌压缩机认证

最小和最大运行转速须依据不同型号在以下页面中查询 对于选型软件未涉及的制冷剂，请联系Dorin都凌技术人员获得相关性能数据

都凌选型软件支持的制冷剂

都凌在线选型软件

外形尺寸

性能数据

安全组别A1
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VS SERIES Features

Silent operaƟons and low vibraƟons

Crankshafts balanced individually, excellent fluid dynamics studies are our strengths

Using latest coaƟng technologies for reducing fricƟons and improving lubricaƟon
η

Suitable for direct or belt drive at variable rpm

Highest levels of efficiency

2 years standard warranty

1932 Year of the first open type compressor produced from DORIN

All open type compressors can be provided in accordance to DirecƟve 2014/34/EU – ATEX

Each compressor shows following ATEX marking: II  3G c IIB X

Models up to 52VS included are lubricated with oil slinger, the larger ones with oil pump

The crankshaŌ for the models without oil pump has to rotate in the direcƟon pointed out by the arrow, clearly marked on 
the compressor, the models with oil pump can rotate in both direcƟons

VS 系列产品特点

1932年Dorin都凌生产出第一台开启式压缩机

运行安静流畅，振动水平低

适用于可变转速的直接或皮带驱动

优异的运行效率

两年标准质保

所有的开启式机型均可提供符合2014/34/EU法令的ATEX防爆版本

52VS 及以下的型号使用甩油盘润滑，52VS以上较大型号使用油泵

曲轴能够独立平衡运转，这得益于我们出色的流体动力学研究

采用最新的涂层技术来减少摩擦和改善润滑

所有压缩机均带有II  3G c IIB X ATEX标记

不带油泵的机型的曲轴必须按压缩机上明显标识的箭头所指的方向旋转，在带油泵的机型中可以任意旋转
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VS range - Displacement

Extra reliability and efficiency of opƟmised valve plate design
1

Flywheel as opƟonal accessory

High volume oil sump suitable for marine applicaƟon

Easy-to-change shaŌ seal for maintenance purposes
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VS SERIES Technical Features

2 4 6 8

开启式系列产品技术特点

最优化的阀板设计保证了可靠性和效率

可选配飞轮

易于更换的轴封，便于维护

适用于船舶应用的加深油底壳

VS系列 - 排量

从 2,28 m3/h到302,61 m3/h
行程容积从76 cm3 到 2882 cm3

FROM 2,28m3/h TO 302，61 m3/h
FROM 76 cm3 to 2882 cm3 SWEPT VOLUME
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ApplicaƟon envelope

T3 maximum surface temperature 200°C / 
T4 maximum surface temperature 135°C / 
SucƟon gas superheat < 30K / 

应用包络线

T3最高表面温度200℃

T4最高表面温度135℃
吸气过热度<30K























OFFICINE MARIO DORIN S.p.A.
Via AreƟna 388, 50061 Compiobbi - Florence, Italy Tel. 

+39 055 62321 1 - Fax +39 055 62321 380

dorin@dorin.com
www.dorin.com

DORIN WEB SOFTWARE
Open the camera app on your device and point it at 
the QR code to scan it. Make sure that all the four 
corners of the QR code are in view. A pop-up 
noƟficaƟon will appear on your screen, tap the 
noƟficaƟons to launch the code.

Dorin都凌在线选型软件

扫描二维码，即可在线选型
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